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HIGH VISIBILITY

SURVEYOR TWO-TONE TRIM
SOLID FRONT - MESH BACK

o Zipper Closure

 2” Silver Reflective Material Tape A

HEAVY DUTY SURVEYOR with ZIPPER

e Heavy Webbing Reinforced Edging
 Zipper Closure

ECONOMY VEST with ZIPPER

e Zipper Closure
o 2” Silver Reflective Material

Tape * 2” Glass Bead Reflective Tape
1 Horizontal Stripe * 1” Contrasting Trim Detail ¢ Mic Tab
® 2 Pockets * Dual Mic Tabs * Grommets at Neck for Tool Tethers

e Large Cell/Radio Pocket with
Clear ID Badge Holder, Plan Pocket
* 100% Polyester Mesh with
Solid Knit Pockets
 High-Visibility Green & Orange
o Meets ANSI/ISEA 107-2015 Standards

* 8 Pockets

o Large Cell/Radio Pocket with
Clear ID Badge Holder

o Meets ANSI/ISEA
107-2015 Standards

* 100% Mesh Polyester Knit or
100% Solid Polyester Knit
 High-Visibility Green & Orange
o Meets ANSI/ISEA
107-2015 Standards

ST11-2

STi1-22 ST21-3 K

MAX-DRI™ MOISTURE WICKING T-SHIRT MULTI-PURPOSE SURVEYOR VEST

e 2” Premium Heat Transferred,
Stretchable Reflective Tape

¢ 1 Horizontal Stripe

* Pockets: Left Chest

¢ 100% Wicking Polyester Mesh

o ANSI/ISEA 107-2015

HEAVY DUTY CLASS 3 VEST/ZIPPER

® Zipper Closure

* 2” Silver Tape Reflective
Material

 Contrasting Trim

* 1 Horizontal Stripe

* Mic Tabs on Both Shoulders

e Heavy Webbing Reinforced Edging
 Zipper Closure

* 2” Glass Bead Reflective Tape

e Mic Tab

e Grommets at Neck for Tool Tethers
o Large Cell/Radio Pocket with

* High-Visibility Green & Orange e 4 Pockets Clear ID Badge Holder, Plan Pocket
o Meets ANSI/ISEA 107-2015 Standards * 100% Polyester Mesh * 100% Polyester Mesh with
Birdseye  High-Visibility Green & Orange Solid Knit Pockets
Mesh o Meets ANSI/ISEA 107-2015 Standards S * High-Visibility Green & Orange

o Meets ANSI/ISEA 107-2015 Standards
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DELUXE 3-IN-1 BOMBER JACKET

e Zip Out Removable Fleece Jacket
* Fleece Jacket Sleeves are lined

for easy on/off

¢ PU Coated Oxford Polyester
Weather Proof Shell

e Clear, Chest Badge Holder

¢ Concealed Attached Hood

e Dual Mic Tabs

e Elasticized Waistband and
Wrist Cuffs with Closure
o 2” Silver Reflective Material Tape
o Covered Fleece Line Slash Pockets
e Cell Phone/Radio Chest Pocket
¢ Two Left Sleeve Pencil Pockets
¢ High-Visibility Green & Orange
o Meets ANSI/ISEA 107-2015 Standards

TYPE O CLASS 1 VEST/TYPE R CLASS E PANTS

HIGH VISIBILITY

HEAVY DUTY RIPSTOP WATERPROOF RAIN JACKET

SIZES: M, L, XL, 2X, 3X, 4X, 5X
* 300 Denier Ripstop Oxford with Waterproof &
Breathable PU Coating
- Waterproof per ANSI/ISEA 107-2105 (AATCC 127 2008)
- Breathable per ANSI/ISEA 107-2015 (ASTME96-05)
* 3M® 8906 2" Silver Reflective Tape
* Vented Back Cape with D-Ring Pass Through
o Adjustable Elastic Sleeve Cuffs w/ Hook & Loop Closure
 Attached Stowable Hood
¢ Mic Tabs on Both Shoulders
o Zipper Front Closure w/ Snap Closure Storm Flap
* Two Lower Front Pockets, Flap Covered Chest
Pocket, Chest Pocket, Fleece Lined Inside Pocket
* Meets ANSI/ISEA 107-2015 Standards
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HEAVY DUTY RIPSTOP WATERPROOF BIB RAIN PANTS
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ECONOMY TWO-TONE VEST

CLASS E SURVEYOR PANTS
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e Zipper Closure

o 2” Silver Reflective Tape
¢ 1 Horizontal Stripe
o Contrasting Trim Detail

e 2 Pockets

* 100% Polyester Mesh
e Black, Red or Blue
o Meets ANSI/ISEA 107-2015 Standards
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¢ 100% Polyester Mesh Bottom and \
100% Polyester Solid Top \l
¢ 2” Silver Reflective Material Tape
with Two-Tone Contrasting Trim
e 2 Upper Slash Through Pockets,
2 Back Pockets 4
e Full Length Zipper on Both Legs
e High-Visibility Green & Orange
o Meets ANSI/ISEA 107-2015 Standards
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